
Output Real Pressure Alarm

Temperature Pressure Digital Digital TTL RS 485 CANBUS
TCP IP 

Ethernet
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Output
RS 485
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Clock
Calendar Log

CCS 3.0 1 1 8 5 - + - - - - - - -

CCS 3.0 C 1 1 8 5 - - + - - - - - -

CCS 3.0 Master - - - - - - + - - - - - -

CCS 3.1 1 2 7 5 - + - - - - - - -

CCS 3.1C 1 2 7 5 - - + - - - - - -

CCS 4.2 C4 2 2 12 9 + + + + - + + + +

CCS 4.2 C4E 2 2 12 9 + + + + + + + + +

Inputs Communication
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25

174 x 124 x 40 mm

Panel Cut out

151.6 x 115.6mm

182 x 135 x 57mm

Panel Cut out

207 x 160mm

İnverter Driving
I/O

Extention
Dimensions

Features :
- English, Turkish, Russian German Display Language Support

- Compatible Temperature Sensors:      NTC (R25=10K), KTY (R25=1K ; R25=10K) and Pt1000 ( PT100 only for CCS 4.2  
- Compatible Pressure Sensors : 4-20 mA    0-40 BAR

- All Timers, Value Ranges and I/O’s can be Digitally Configured
- Continuous and Automatic Running Mode Options
- Customizable Start-up Screen with Company Information
- Three Level Password Protection,(User, Service, Factory) 
- Remote Load Valve Control and Start/Stop 
(via Digital Input  or MODBUS) 
- Autostart function after power failure
- 6 Adjustable Maintenance and Parts Service Timers,
- MOD BUS RTU Support
- Firmware Update
- Remote Monitoring Function with CCS SCACA software,
- Configurable parameters using the font panel 
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